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                                                                                                                              Technical Bulletin

To: Per Distribution List






From:  Bill Bigler, Brian Midgetté










Date: 09/16/08










Subject:  Pump Mounting Revisions
Bulletin 091608-05
To allow for better serviceability of the pumps ITW Dynatec has revised the pump mounting procedure for the Dynamini Gearpump, Dynamelt S Piston and Gearpump, Dynamelt DDS, Dynamelt D25, Dynamelt D45 and pumps up to 10cc output on the Dynamelt M Series units. These units will now have the pump mounting studs installed without the use of Loctite® on the threads and the retaining nut will no longer be of a locking design. All pumps will now mount using high collar lock washers for all gearpump units and flat washers in addition to high collar lock washers on the Dynamelt S Piston Pump units. The cold torque specification of the retaining nuts will remain 30 foot pounds. 

The use of washers will affect mounting stud length of some pumps. The required studs, washers and nuts for the various pumps are as follows. M- Series units using 20cc, 30cc and 45cc High Accuracy Pumps are not affected.
Standard Single Output Pumps (excluding 4.5cc) and all High Accuracy Pumps up to 8.5cc

104072- Stud, M10 x 100mm

107538- High Collar Lock Washer

104158- M10 Retaining Nut

Standard Dual Output Pumps (excluding 3.2cc) and 4.5 cc Single Output Pump

104073- Stud, M10 x 105mm

107538- High Collar Lock Washer

104158- M10 Retaining Nut

Standard 3.2cc Dual Output, 10cc Single and 20cc Single Output Pumps

114890- Stud, M10 x 110mm

107538- High Collar Lock Washer

104158- M10 Retaining Nut

Dynamelt S Piston Pump

105276- Stud, M10 x 80mm

106322- M10 Flat Washer

107538- High Collar Lock Washer

104158- M10 Retaining Nut 
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